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Specifications 
 

Amplifier/Preamplifier Section 
Power Output, Stereo (20 Hz-20 kHz) 6 Ω 
THD @ Rated Output 
IM Distortion @ Rated Output 
Power Output, Srrnd Mode, L/C/R; 1 kHz; 6 Ω 
Power Output Rear; 1 kHz, 6 Ω 
Input Sensitivity/Impedance 
   Line (CD, Tape, Video @ 47 k Ω) 
Signal-to-Noise Ratio 
   Line (CD, Tape, Video) 
Tone Controls 
   Bass Left & Right Front (100 Hz) 
   Treble Left & Right Front (10 kHz) 
   Cinema EQ (-1.8 dB @ 1 kHz, -4.5 dB @ 10 kHz) 
Frequency Response 
   Line (CD. Tape, Video) -3 dB 
Subwoofer Crossover Frequency, Hz. (selectable) 
   Slope (High Pass/Low Pass) 
 
Video Section 
Input Sensitivity/Impedance 
Output Level/Impedance 
Frequency Response ±2 dB 
  Composite Video 
  Component Video  
Crosstalk @ 1 MHz 
S/N Ratio 

 
FM Tuner Section 
Usable Sensitivity (Mono) 
50 dB Quieting Sensitivity (Mono/Stereo) 
Signal-to-Noise Ratio @65 dBf, Mono/Stereo 
% THD @ 65 dBf, 1 kHz, Mono/Stereo 
Frequency Response (30 Hz-15 kHz) 
Stereo Separation (1kHz) 
AM Suppression 
Selectivity, Alternate (@98 MHz, 400 Hz) 
Image Rejection Ratio 
IF Rejection Ratio 
Spurious Rejection Ratio 
 
Content Available from NetBoxx™ 
Movies 
Popular Web Sites 
Live Internet TV 
Internet Radio   
Additional Content   
 
General Section 
Dimensions (H x W x D) (Inches) 
 (H x W x D) (mm) 
Weight  

 
 
 
100 Watts x 2 
0.45% 
0.20 % 
100 Watts  x 3 
100 Watts x 4 
 
200 mV 
 
100 dB 
 
L, R± 10 dB 
L, R± 10 dB 
Yes 
 
20 Hz-70 kHz 
20,80,100,180, 200 
4th order 
 
 
1V p-p/ 75 Ω 
1V p-p/ 75 Ω 
 
10 Hz-10 MHz 
50 MHz 
60 dB 
65 dB 

 
 
9.0 dBf 
14.2 dBf/38 dBf 
7 0 dB/65 dB 
0.8/1.0 
± 3.0 dB 
30 dB 
45 dB 
65 dB 
70 dB 
70 dB 
75 dB 

 
As of 8/15/2009x111 
Approximately 8,000 
Over 60 
Over 360 Stations 
Over 120 stations 
Is being added constantly 
 
 
2.56 x 16.929 x 10 
65 x 430 x 255 
10 lbs., 2.4 oz. 

Key Features 
• HDMI 1.3 with Deep Color Support 
• Lossless Audio: DTS-HD Master Audio; Dolby TruHD 
• DTS 96/24; Neo 6 Cinema & Music 
• Dolby: Dolby Digital +, ProLogic IIx 
• PCM:  96 kHz Multichannel; 192 kHz Stereo 
• Dolby Volume 
• Upgradeable Firmware 
• 24-bit A to D converters 
• Optical/Coaxial digital inputs 
• Independent Room 2 Audio Output  
• Preprogrammed Remote Control 
• A/V Synch Delay by input (0 to 200 mS) 
• Automatic Speaker Set-up with Supplied Microphone 
• SNAP™ Room EQ 
• DigiLinki enables Sherwood DS-10 iPod doc 
 
Sherwood VuNow Media Module 
• Front and Rear USB jacks 
• RJ 45 Ethernet jack 
• 802.11g USB to WiFi adapter  
• Direct access to YouTube 
• Search and stream Internet video directly to NetBoxx™ 
• Direct access to international news sites 
• Direct access to favorite Internet channels 
• SHOUTcast internet radio  
• Stream Audio, Video and Photos from Home Network 
• Supports virtually all Audio and Video codecs 
• Supports High Def video (720p) 
• Supports Cinema Now movie download for rental/purchase 
 
Audio/Video Features 
• Dual TI 32-bit Audio DSP processors 
• TI High Definition DaVinci Audio/Video DSP 
• DSP Modes 
• Rear Panel A/V Inputs/Outputs 
• HDMI Input  and Output 
• Component  Video In/Out 
• Audio Inputs/out (including tuner) 
• Front Panel USB input 
• Front Panel Audio Input for portable, etc. 
• Quadruple Independent Crossovers 
 
FM Tuner Features 
• 4-Gang Quartz PLL Synthesized Tuning 
•30 Station Presets (Random) with Preset Scan 
 
Standards 
DLNA/UPNP  
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All copyrights are the property of their respective copyright holder. 

The Sherwood NetBoxx™  
HDMI 1.3, Lossless Audio, Internet Video and 
Audio, Media Streaming, High Efficiency 
Digital Amplifiers, Dolby Volume 


